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5-WIRE RELAY RECEIVERS 
WST12-010  |  WST12-020  | WST12-080

Relay Output 
(120V/240V) Up to 240VAC

Memory Stores up to 30 Transmitter IDs

Power  
Supply Input

WSx12-010: 120VAC, 50/60Hz 
WSx12-020: 277VAC, 50/60Hz 
WSx12-080: 240VAC, 50/60Hz

Max Loads/
Contact  
Ratings

Tungsten/Incandescent:  
120VAC: 1500W/500W

240VAC: 3000W/1000W
277VAC: 3400W/1100W 
Fluorescent Ballast:  

8A (N.O. Contacts);  
2A (N.C. Contacts)  

General Duty:  
16A (N.O. Contacts);  

5A (N.C Contacts)  
A300 Pilot Duty:  
360VA @ 120VAC,  
720VA @ 240VAC,  
830VA @ 277VAC  

Motor Load:  
60 LRA, 10 FLA, 1/2HP @ 

120VAC,  
1HP @ 240VAC, 1HP @ 277VAC  

Other Devices:  16A

Output  
Channels 1 FORM C Relay COM, N.O., N.C.

Ambient  
Temperature 14° to +122°F (-10° to +50°C)

Storage  
Temperature -4° to +176°F (-20° to +80°C)

Dimensions 2.11 x 1.73 x 1.09 (in)
54.0 x 44.0 x 28.0 (cm)

2- AND 3-CHANNEL ROOM CONTROLLER
WS0RC-200  |  WS0RC-300 

Channels WS0RC-200:  2-in/2-out 
WS0RC-300:  1-in/3-out

Power Supply 
Input 8-30VDC,  40mA

Output Rating 0-30VDC,  130mA max

Relay Driver 30VDC max,  100mA max

Ambient  
Temperature 14° to +122°F (-10° to +50°C)

Storage  
Temperature -4° to +176°F (-20° to +80°C)

Dimensions 2.88 x 1.3 x 0.67 (in)
7.32 x 3.3 x 0.67 (cm)

Power supply not included.

LEVNET RF ENERGY HARVESTING  
WIRELESS SOLUTIONS

Radio  
Frequency 315 MHz

Transmission  
Range 50 - 150 Feet

Certifications FCC (US), IC (Canada),  
ETL (US), C-ETL (Canada)

Warranty 5-Year Warranty

PRODUCT  
SPECIFICATIONS

SINGLE/DUAL ROCKER DECORA™ SWITCH*
WSS0S-D0X  |  WSS0S-D2X

Power Supply Energy Harvesting

Transmission 
Power Output 10mW Max

Buttons

WSS0S-D: 2 Buttons  
(1 Rocker)  

WSS0S-D2: 4 Buttons  
(2 Rockers)

Output  
Channels

Only limited by number  
of Receivers in range

Dimensions 4.5 x 2.75 x 0.62 (in)
11.4 x 7.0 x 1.6 (cm)

* Available in white (-W), Ivory (-I), Light Almond (-T),  
   Gray (-G) and Ebony (-E).

OCCUPANCY SENSORS 
WSC04-IRW  |  WSC15-IRW  |  WSC04-I0W

Power Supply Energy Harvesting

Power  
Consumption Zero

Transmission 
Interval 60 seconds (+/- 10 sec)

Minimum Light 
Required 4FC (40 LUX)

Minimum 
Charge Time 
to Begin  
Operation

1 minute @ 20FC (200 LUX)

Maintain 
Charge Time

3 hours per 24 hours @ 20FC 
(200 LUX)

Operating Life 
at Full Charge 48 hours

Additional 
Listings Title 24 Compliant
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WIRING DIAGRAM
LEVNET RF CLASSROOM WITH ENERGY HARVESTING  
OCCUPANCY SENSOR, MANUAL ON, AUTO-OFF AND  
2-3 CHANNEL ROOM CONTROLLER
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SERVICE AND SUPPORT DURING EVERY STEP OF THE PROCESS.
Only Leviton has the service and support to help you create a lighting control  
system that does exactly what you want it to do while saving electricity, 
meeting codes and standards, and even garnering rebates.
 
ASAP ONLINE LIGHTING CONTROL DESIGNER
Leviton’s exclusive ASAP (online) point-and-click application (www.leviton.com/ASAP)  allows you to quickly and simply design, 
specify, and enter orders for your lighting control projects. Create a complete submittal package in minutes so you can deliver a 
complete lighting controls package to your customers in less time.

OCCUPANCY SENSOR LAYOUT SERVICE
Leviton’s exclusive occupancy sensor layout services are now accessible online at portal.leviton.com. Submit requests and 
drawings for occupancy sensor layouts easily with Leviton’s secure website portal. 3-5 business day turnaround time.  
Complete occupancy sensor layouts directly on CAD drawings, complete with a Bill of Materials. This unique service is available 
at no cost to you.

EXCLUSIVE NO-COST KNOWLEDGEBASE AND SUPPORT FORUMS 
communities.leviton.com

TECHNICAL SALES SPECIALIST TEAM
Leviton’s Technical Sales Specialists are available for local support in most major markets to assist  in design support and  
custom specifications for commercial, government and LEED projects. To arrange a personal visit from one of Leviton’s  
Technical Sales Specialists contact SpecSales@leviton.com

FACTORY COMMISSIONING SERVICE
To insure that our products are operating correctly and with peak efficiency, the services of a Factory Authorized Technician to 
energize and commission the system are available.  Our service includes verification of performance, basic instruction for the 
owner’s personnel in system operation and maintenance, and validation of the warranty.

EXTENDED WARRANTY PROGRAM
In addition to our industry leading product warranties, we offer an extend warranty and service contract program that not only 
extends the life of the warranty but provides on-site service for Leviton systems

DEDICATED TECHNICAL SUPPORT
By phone at 800-959-6004 

For more information on Leviton’s exclusive design tools, visit www.leviton.com/LESdesign.

For more information on LevNet RF, visit www.leviton/levnetrf.
 


